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Store Notes

• CDF ran smoothly during the past week
• Store 3678 - Owl shift on 7/28 set record

for most data to tape in a single shift:
1434 nb-1 (87% live)

• Single run in same store recorded >2608 nb-1

• Losses were generally OK
• A few HV problems in CES and CMX, not

correlated with losses
• Lost a few hours to SVT electronics

problems on Friday morning
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Update on COT Recovery
• COT recovering with controlled air leak
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Update on COT Recovery
• Performance has returned to the level of 2002
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Update on COT Recovery

• Split up SL2 into 6 Regions: (3 in φ) x 2(z<0, z>0)
• Phi divisions as in drawing

Variations in φ and z are significantly reduced
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SEM Analysis of Wires

• Gain has recovered, but has the coating on the wires been
removed?

• Use wire sample from SL2 plane removed in March
– Reverse aged in test chamber using gas from COT exhaust
– Compare to new and aged wires

• SEM analysis done in Technical Division
• Analysis indicates coating is being removed, but wires are not

as clean as new wires
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Wire
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SEM Analysis of Wires
NEW WIRE AGED WIRE REVERSE AGED
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COT Plans

• We are in the process of switching from adding Air to
Argon/Ethane to adding Oxygen
– Want to verify that it is the oxygen that makes the

difference
– No evidence of aging at reduced leak rate

• Planning additional cleaning of recirculated gas

• Planning some tests with Ar/CO2 during summer shutdown
– No plans to run with Ar/CO2  with beam
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CDF Run IIa Detector
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CDF Run IIa Detector (inner)


